Shin Yi

Pac tinh - Features:

Than van bing gang cau véi co
tinh cao tao ra do bén cao va trong
lugng thap.

High strength ductile iron body
used for durability and less
weight.

Thiét k&€ dan dong chdy tién tién
cho phép han ch& t6i da ton that
ap luc dau ngudn.

Advanced dynamic design
assures lower head loss.

Van dugc bao pht bdi son epoxy
chdng an mon. Do day son epoxy =
300um

Coated with powder epoxy for
corrosion resistance. Epoxy
coating thickness = 300um

Bac nhua chiju luc dan huéng nén
dé dangthdo lap va it chitiét.
Reinforced plastic bearing easy
forassembly and less parts.

Lo xo bang thép khong gi va dugc
bdo vé bdi 16i dan huéng trong khi
van hoatdong.

Spring made of stainless steel is
protected by diffusers while valve
operation.

Thiét k& theo tiéu chuin - Design
Standard: BSEN 1074-3.

Tieu chuin gitia hai mét bich - Face
to Face Standard: BS EN 558-1
Table 1 Series 10 / ASME B16.10,
BSEN1074-1.

K&t noi theo tiéu chuidn -
Connection Standard: BS EN
1092-2 / I1SO 7005-2 / ASME
B16.42/JISB2220

SCVX - Van mot chiéu 1o xo dugc st dung dé bao vé chéng lai dong
chay ngugc khi cat nguon dién. Van hoat dong khong tao ra ti€ng
on hay sy va dap ctia dong chay.

SCVX - Silent Check Foot Valves is used as protection against

reverse flow when power failure in areas where noise pollution
or water hammering is a critical issue.

Linh vuc iing dung - Field Services:

Van dugc ting dung trong cac nganh cép thoat nuéc, trong chu trinh
nuéc clia hé thong HVAC, hé thong PCCC...

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting &
Irrigation System.

Théng sé6 ky thuat - Technical data:

Kich thuéc - Size range: DN50 - DN300 mm

Ap suat 1am viéc - Pressure rating: 10, 16, 20 kgf/cm’

175 PSI - Grooved; 232 PSI/290 PSI flange valve.

Nhiét d6 1am viéc - Working Temp: -10° ~ 80°C

Moi trudng lam viéc - Flow Media: Nuéc, nuéc thai, nuéc nhiém man
Water, sewage, salt water

K&t néi - End connection: PN10, 16, 20, JIS 10K, ANSI 150-LB




Parts List & Material

DN Model/No.

50 SCVX-0050
65 SCVX-0065
80 SCVX-0080
100 SCVX-0100
125 SCVX-0125
150 SCVX-0150
200 SCVX-0200
250 SCVX-0250
300 SCVX-0300

Loai - Model:
SCV: Van M6t Chiéu Lo Xo
Silent Check Valve

X: Flange

L

No. Part Name Material Materials Code
1 Body Ductile Iron ASTM A536/EN GJS 500-7
5 Disc Ductile lron+ ASTM A536/EN GJS 500-7
Vulcanized Rubber DI+EPDM
3 IntHexBolt Stainless Steel AlSI 304
4 Spring Stainless Steel ASTM A313 304/316
5 Diffuser Ductile Iron ASTM A536/EN GJS 500-7
6 Stem Stainless Steel AISI 410/304
L D K n-0d C
PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16
150 165 125 4-319 19
170 185 145 4-19 19
180 200 160 8-019 19
190 220 180 8-019 19
200 250 210 8-019 19
210 285 240 8-023 19
230 340 295 8-023 12-023 20
250 405 350 355 12-323  12-028 22
270 460 400 410 12-023 1228 24.5
VX-0150-10-D2B

D2: Gang cau - Ductile Iron

B: Mau xanh - Blue
R: Mau db - Red

Mat bich va ap luc:

Flange & Pressure

10: PN10; 20: PN20; 1K: JIS 10K
16: PN16; A1: ANSI 150-LB

Valve Size:
0150 : 150 mm
0200 : 200 mm




