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Pac tinh - Features:

Van hoat dong trén nguyén tac
thdy luc,diéu khién muc nuéc
chinh xac.

Hydraulically operated, accurate
and repeatable pressure control.
Mang chian dugc cdu tao bdng
Nylon va cao su, tao sy bén viing
va chinh xac.

Built in Nylon reinforced
diaphragm for strength and
accuracy.

St dung bo van diéu khién ap luc
(Pilot) d& hoat dong va diéu khién
chinh xac ap luc.

Pressure reducing pilot features
easy operation and accurate
pressure control.

Pugc dan hudng bdi truc van trén
va du6i. L3p rdp vao mang chan
van cho tudi tho va dé tin cy cao.
Top and bottom guided stem and
diaphragm assembly for long life
and reliable performance.

Ca trong va ngoai van déu dugc
bao phti bang son epoxy dé chéng
su an mon clia moi truong. Do day
son epoxy = 300um

Both inside & outside are coated
with epoxy resin powder. Epoxy
coating thickness = 300um

Thiét k& theo tiéu chudn - Design
Standard: BS5163-2/BSEN 1074-5.
Tiéu chudn gidia hai mat bich - Face to
Face Standard: BS EN 558-1 Table 1
Series 3 /1SO 5752 Table 1 Series 3/
ASME B16.10.

Két ndi theo tiéu chudn - Connection
Standard: BS EN 1092-2 /150 7005-2
JASME B16.42/]1SB2220.

D200 - Dong van giam ap dugc st dung dé giam ap luc dudng ong
va cai dat san ap lvc ctia hé thong nuéc. Ty dong diéu chinh. Van
hoat dong tron tru khong gay tiéng on.

The D200 is used to lower pipeline pressure to a pre-set value in

water system and building service applications. Automatically,
quietly and smoothly control downstream pressure.

Linh vuc iing dung - Field Services:

Van dugc tng dung trong cac nganh cap thoat nuéc, trong chu trinh
nuéc clia hé thong HVAC, hé théng PCCC.

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Théng sé ky thuat - Technical data:

Kich thuéc - Size range: DN50-DN200 mm

Ap suat 1am viéc - Pressure rating: 10, 16 kgf/cm’

Nhiét do 1am viéc - Working Temp: -10° ~ 80°C

Moi trusng lam viéc - Flow Media: Nuéc, nuéc thai - Water sewage
Két néi - End connection: PN10 / PN16 / /JIS10K / ANSI 150-LB
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DN Model/No.
50 D200-0050
65 D200-0065
80 D200-0080
100 D200-0100
125 D200-0125
150 D200-0150
200 D200-0200
250 D200-0250
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Part Names Material Standard
Body Ductile Iron ASTM AB36/EN GJS 500-7
Screw Plug Stainless Steel AISI 304
Bottom Screw Guide Stainless Steel AlS| 304
O-Ring Rubber NBR
Net Ass'y Stainless Steel AlS| 304
Disc Ductile Iron+Rubber ASTM A536+EPDM
Lower Plate Ductile Iron ASTM A536
Diaphragm Rubber + Nylon Fabric NBR/EPDM-+Nylon Fabric
Upper Plate Ductile Iron ASTM Ab36
Bolt Stainless Steel A193 B8
\Washer Stainless Steel AIS| 304
Nut Stainless Steel A194 Gr.8
Stem Stainless Steel AlS| 304
Bonnet Ductile Iron ASTM AB36/EN GJS 500-7
Spring Stainless Steel ASTM A313 F304
Top Screw Guide Stainless Steel AISI 304
O-Ring Rubber NBR
D K C n-od "
PN10 PN16 PN10 PN16 PN10 PN16 PN10 Pn16
203 165 125 19 4-019 395
216 185 145 19 4-319 400
241 200 160 19 8-019 414
292 220 180 19 8-019 420
292 250 210 19 8-019 433
356 285 240 19 8-(023 500
495 340 295 20 8-023 12-023 620
730 405 350 - 355 22 12-023 12-028 689
850 460 400 -410 245 12-023 12-028 766
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Part Names
Screw Plug
O-Ring
O-Ring
Body
Diaphragm
Screw
Washer
Plate
Hanger
Nut
Washer
Main Spring
Bonnet
Spring Cover
Bolt
Nut
Guard
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Material
Stainless Steel
Rubber
Rubber
Stainless Steel

Rubber+Nylon Fabric

Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel

Plastic
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Standard
AlS| 304
NBR
NBR
ASTM A351 Cf8
NBR/EPDM-+Nylon Fabric
A193 B8
AlS| 304
AlS| 304
AlSI 304
A194 Gr.8
AlS| 304
ASTM 313 Cf8
AlSI 304
AlS| 304
AISI| 304
A194 Gr.8
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D200 - PRESSURE REDUCING VALVE

Diagram of Pipe Connection 4

1. Main Valve 363 N
2. Needle Valve
3. Pressure Gauge 2 X X
4. Pressure Relief Pilot
@
1
FLOW DIRECTION >
Typical Installtion
7

2
FLOW DIRECTION >
1. Main Supply Line 5. Needle Valve
2. Isolation Valve 6. Ball Valve
3. Y-Strainer 7. Float Pilot
4. Main Valve

Ordering Information

D200-0150-10-D2B

‘ D2: Gang cau - Ductile Iron
B: Mau xanh - Blue

R: Mau dd - Red

D200: Van Gidm Ap
Pressure reducing valve Mat bich va ap luc:

Flange & Pressure

10: PN10; 20: PN20; 1K: JIS10K
16: PN16; A1: ANSI

Valve Size:
0150 : 150 mm
0200 : 200 mm




